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HHXX.EX9141
 Fittings, Cast Iron, Ductile Iron, Malleable Iron and Bronze

 
CRANE FLUID SYSTEMS EX9141
NACTON RD
IPSWICH, SUFFOLK IP3 9QH UNITED KINGDOM

Malleable Iron Fittings, BS EN 10242:1995, Incorporating Amendments A1, April 1999 and A2, March
2003.

 
Model/Fig.

 
Configuration

 
Size (in.)

Rated
Pressure

(psig)

140 Hexagon Bush 1/2x1/8, 1/2x1/4, 1/2x3/8, 3/4x1/4,3/4x3/8, 3/4x1/2,
1x1/4, 1x3/8, 1x1/2, 1x3/4, 1.1/4x1/2, 1.1/4x3/4,

1.1/4x1, 1.1/2x1/2, 1.1/2x3/4, 1.1/2x1, 1.1/2x1.1/4,
2x1/2, 2x3/4, 2x1, 2x1.1/4, 2x1.1/2, 2.1/2x1,

2.1/2x1.1/4, 2.1/2x1.1/2, 2.1/2x2, 3x1, 3x1.1/4,
3x1.1/2, 3x2, 3x2.1/2, 4x2, 4x2.1/2, 4x3

362

144 Hexagon
Nipple

1/2, 3/4 362

145 Hexagon
Nipple

1/2x1/4, 3/4x3/8, 3/4x1/2, 1x1/2, 1x3/4, 1.1/4x3/4,
1.1/4x1, 1.1/2x1, 1.1/2x1.1/4, 2x1, 2x1.1/4, 2x1.1/2,

2.1/2x2, 3x2, 3x2.1/2

362

146 Beaded Plug -
Solid

1/2, 3/4, 1, 1,1/4, 1.1/2, 2 362

147 Plain Plug -
Hollow

1/2, 3/4, 1, 1,1/4, 1.1/2, 2, 2.1/2,3, 4 362

148 Plain Plug -
Solid

3/8, 1/2, 3/4, 1, 1,1/4, 1.1/2, 2 362

149 Countersunk
Plug

1/2, 3/4, 1 362

150 Backnut 3/8, 1/2, 3/4, 1, 1,1/4, 1.1/2, 2, 2.1/2,3 362

151 Elbow - Equal 1/8, 1/4, 3/8, 1/2, 3/4, 1, 1,1/4, 1.1/2, 2, 2.1/2,3, 4, 5, 6 362

151 Elbow -
Reducing

3/8x1/4,1/2x3/8, 3/4x1/2, 1x1/2, 1x3/4, 1.1/4x3/4,
1.1/4x1, 1.1/2x1, 2x1.1/2,

362

152 M & F Elbow
- Equal

1/8, 1/4, 3/8, 1/2, 3/4, 1, 1,1/4, 1.1/2, 2, 2.1/2,3, 4 362

152 M & F Elbow
- Red

3/4 x 1/2, 1 x 3/4 362



155 45 Degree
Elbow

1/2, 3/4, 1, 1,1/4, 1.1/2, 2 362

156 45 Deg M & F
Elbow

3/8, 1/2, 3/4, 1, 1,1/4, 1.1/2, 2 362

161 Tee - Equal 1/8, 1/4, 3/8, 1/2, 3/4, 1, 1,1/4, 1.1/2, 2, 2.1/2,3, 4,5,6 362

161 Tee Increasing
on Branch

1/2x3/4, 3/4x1, 1x1.1/4, 1x1.1/2, 1.1/4x2, 1.1/2x2, 362

161 Tee -
Reducing on

Branch

3/8x1/4, 1/2x1/4, 1/2x3/8, 3/4x1/4, 3/4x3/8, 3/4x1/2,
1x1/4, 1x3/8, 1x1/2, 1x3/4, 1.1/4x1/2, 1.1/4x3/4,

1.1/4x1, 1.1/2x1/2, 1.1/2x3/4, 1.1/2x1, 1.1/2x1.1/4,
2x1/2, 2x3/4, 2x1, 2x1.1/4, 2x1.1/, 2.1/2x1,

2.1/2x1.1/4, 2.1/2x1.1/2, 2.1/2x2, 3x1, 3x1.1/4,
3x1.1/2, 3x2, 3x2.1/2, 4x2, 4x3

362

161 Tee -
Reducing on

Run

3/4x1/2x3/4, 1x1/2x1, 1x3/4x1, 1.1/4x1/2x1.1/4,
1.1/4x3/4x1.1/4, 1.1/4x1x1.1/4, 1.1/2x1/2x1.1/2,
1.1/2x3/4x1.1/2, 1.1/2x1x1.1/2, 2x3/4x2, 2x1x2,

2x1.1/2x2,

362

161 Tee -
Reducing on

Run and
Branch

1/2x3/3x3/8, 3/4x1/2x1/2, 1x3/4x1/2, 1x1/2x1/2,
1x3/4x3/4, 1.1/4x1x1/2, 1.1/4x1x3/4, 1.1/4x1x1,

1.1/2x1x1, 1.1/2x1.1/4x1/2, 1.1/2x1.1/4x1,
1.1/2x1.1/4x1.1/4, 2x1.1/2x3/4, 2x1.1/2x1,

2x1.1/2x1.1/4, 2x1.1/2x1.1/2

362

171 Cross 3/8, 1/2, 3/4, 1, 1,1/4, 1.1/2, 2, 2.1/2,3, 4 362

177 Socket 1/4, 3/8, 1/2, 3/4, 1, 1,1/4, 1.1/2, 2, 2.1/2,3, 4 362

185 Cap 1/2, 3/4, 1, 1,1/4, 1.1/2, 2, 2.1/2,3, 4 362

192 M & F Short
Bend

1/4, 3/8, 1/2, 3/4, 1, 1,1/4, 1.1/2, 2, 362

193 Short Bend 1/4, 3/8, 1/2, 3/4, 1, 1,1/4, 1.1/2, 2, 362

197 Twin Elbow 1/2, 3/4, 1, 1,1/4, 1.1/2, 2 362

199 Pitcher Tee -
Equal

1/2, 3/4, 1, 1,1/4, 1.1/2, 2 362

199 Pitcher Tee -
Reducing on

Branch

3/4x1/2, 1x1/2, 1x3/4, 1.1/4x1/2, 1.1/4x3/4, 1.1/4x1,
1.1/2x3/4, 1.1/2x1, 1.1/2x1.1/4, 2x1, 2x1.1/4, 2x1.1/2,

362

199 Pitcher Tee -
Reducing on

Run and
Branch

3/4 x 1/2 x 1/2, 1x3/4x1/2, 1x3/4x3/4 362

199 Pitcher Tee -
Reducing on

Run

3/4x1/2x3/4 362
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