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MYSON VALVES
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ABV, DCV & TCV TECHNICAL SPECIFICATION
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ABV AUTOMATIC BY-PASS VALVES DCV DOUBLE CHECK VALVES

EXTENSION TAIL

TCV THERMOSTATIC CONTROL VALVES Thermostatic Cylinder Valve Flow Curves
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Specification
•		 Pipe	size	¾".
•	 Maximum	static	pressure	10	Bar.
•	 Maximum	operating	temperature	110˚C	Max.
•	 Setting	range	0.1	-	0.6	Bar.
•	 Connections	¾"	compression.

Specification
•		 Pipe	size	½".
•	 Maximum	operating	pressure	10	Bar.
• Maximum	water	temperatures:	 Continuous		 65ºC.

Intermittent	 90ºC.
•	 Minimum	opening	pressures:	 0.05	Bar.
•	 UK	WFBS	listing:		 9001016.

Specification
•		 Pipe	Size	¾".
•	 Maximum	operating	pressure	10	Bar.
•	 Maximum	water	temperature	120˚C.
•	 Maximum	differential	pressure	0.6	Bar.
•	 Hysteresis	<0.5K.
•	 Setting	range	37ºC	-	70ºC.
•	 Liquid	filled	sensor	element.
•	 Conforms	to	BS	EN	215-1.

Material Specification
•	 Body		 DZR	Copper	Alloy.
•	 Test	Plug	 DZR	Copper	Alloy.
•	 Valves	 WRC	Approved	Plastic.
•	 Springs	 Stainless	Steel.
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