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STATEMENT BY KIWA  
This product certificate is issued on the basis of BRL K536 D "Plastics piping systems of PE-X 
intended for heating installations: radiator connections" issued on 1 June 2008 by Kiwa, including 
amendment sheet from 7 June 2012 in accordance with the Kiwa Regulations for Product 
Certification. 
 
Kiwa declares that legitimate confidence exists that the by the producer manufactured PE-X Pipes
comply with the technical specifications as laid down in this product certificate, provided that PE- X 
Pipes have been marked with the KOMO®-mark in the manner as indicated in this product 
certificate. 
 

 
Bouke Meekma 
Kiwa 
 

 

 

This product certificate is only valid in combination with a Kiwa certified plastics piping system. 
The certificate is listed in the overview on the website of Stichting KOMO: www.komo.nl.  
Advice: consult www.kiwa.nl in order to ensure that this certificate is still valid. 

Hewing GmbH  
 

Kiwa Nederland B.V. 
Sir Winston Churchilllaan 273 
Postbus 70 
2280 AB  RIJSWIJK  
The Netherlands 
 
Tel. +31 70 414 44 00 
Fax +31 70 414 44 20 
info@kiwa.nl 
www.kiwa.nl 
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PRODUCT SPECIFICATION 
PE-Xc SD4+, SD5 and with aluminum casing  according to BRL 5606: Plastics piping systems of PE-X  intended for heating installations: 
radiator connections. 
 
The pipe dimensions as indicated in the table below belong to this certificate. 

PE-X SD5 + aluminum 
casing 

PE-X SD4+ PE-X SD5 PE-X SD5  

(PE-Xc/adhesive/Al/ 
adhesive/PE-Xc) 

(PE-Xc/adhesive/EVOH/ 
PE-Xc) 

 (PE-Xc /adhesive/EVOH/ 
adhesive/PE-Xc) 

(PE-Xc /adhesive/EVOH/ 
adhesive/PE-Xc) 

 Color: natural, red Color: natural Color: Inside natural 
Outside: silver 

Nominal 
outside 

Diameter 
(mm) 

Wall 
thickness 

(mm) 
 

Nominal 
outside 

Diameter 
(mm) 

Wall 
thickness 

(mm) 
 

Nominal 
outside 

Diameter 
(mm) 

Wall 
thickness 

(mm) 
 

Nominal 
outside 

Diameter 
(mm) 

Wall 
thickness 

(mm) 
 

12 1,8 14 2,0 10 1,25 16 2,2 
16 2,0 16 2,0 14 2,0 20 2,8 
20 2,3 17 2,0 16 2,0 - - 
25 2,8 18 2,0 17 2,0 - - 
- - 20 2,0 18 2,0 - - 
- - 25 2.3 20 2,0 - - 
- - - - 25 2,3  - - 

 
Remarks: the pipes can also be used for floorheating according BRL 5603 
 
MARKING 
The products shall be marked with the KOMO® mark. 
 
Pipes 
The minimum required marking on the pipes shall be:  

• KOMO (or KOMO® word mark) + class 5 / 6 bar; 
• the manufacturer’s name, trade name, system name or certificate number of accompanying technical approval 

(system)certificate; 
• material identification: PE-Xc; 
• the build up of the pipe; PE-Xc/EVOH (for 4 layer pipe) or PE-Xc /EVOH/PE-Xc (for 5 layer pipes); 
• nominal outside diameter and nominal wall thickness of the pipe in mm; 
• production code.  

 
The realization of the marks is as follows: clearly and indelible at intervals of not more than 2 m. 
 
LOGISTICS 
Production en assemblage of the system is laid down in the annex of the certification agreement. 
 
APPLICATION AND USE  
The products are intended to be used for piping systems for floor heating with an operating temperature profile according to class 5 of 
ISO 10508 and an allowable working pressure of maximum 6 bar. 
 
RECOMMENDATIONS FOR CUSTOMERS  
Check at the time of delivery whether: 
− the supplier has delivered in accordance with the agreement; 
− the mark and the marking method are correct; 
− the products show no visible defects as a result of transport etc. 
If you should reject a product on the basis of the above, please contact: 
− Hewing GmbH  
and, if necessary, 
− Kiwa Nederland B.V. 
 
Consult the supplier’s processing guidelines for the proper storage and transport methods. 
 
CONSTRUCTION PRODUCTS REGULATIONS 
If a construction product is subject to a European harmonised technical specification, the statements in this KOMO product certificate 
must not be used as a replacement for the CE marking on such construction product and/or for the associated obligatory Declaration of 
Performance. 



DVGW type examination certificate 

DVGW-Baumusterprüfzertifikat 

Field of Application 
Anwendungsbereich 

Owner of Certificate 
Zertifikatinhaber 

Distributor 
Vertreiber 

products of water supply 
Produkte der Wasserversorgung 

Hewing GmbH 
Waidstraße 3, D-48607 Ochtrup 

Hewing GmbH 
Waidstraße 3, D-48607 Ochtrup 

~-. 
DVGW 

CEilT 

DW-8216AQ3181 
Registration Number 

Registriernummer 

Product Category 
Produktart 

composite tubes for drinking water installations: PE-Xc/AI/PE-Xb 
tube,manufacturing group 1 (8216) 

Product Description 
Produktbezeichnung 

multilayer pipe made of PE-Xc/AI/PE-Xb 

Model 
Modell 

PE-Xc/AI/PE-Xb - Hewing MT 

Test Reports mechanical test: K 12 1449.3 from 25.04.2013 (MPD) 
Prüfberichte mechanical test: K 10 0399 from 09.11.2011 (MPD) 

mechanical test: K 08 0974.4 from 10.03.2009 (MPD) 
mechanical test: K 05 1227 from 25.08.2005 (MPD) 
mechanical test: K 03 1346.4 from 04.02.2004 (MPD) 
KTW testing: KR 214/13 from 17.10.2013 (TZW) 
hygienic testing: MO 029/10 from 31.05.2010 (TZW) 

Test Basis DVGW W 542 (01.08.2009) 
Prüf grundlagen USA KTW (07.10.2008) 

DVGW W 270 (01.11.2007) 

Date of Expiry I File No. 19.08.2019 1 13-0538-WNV 
Ablaufdatum / Aktenzeichen 

19.08.2014 GI A-1/?d1 ~~ ·4 
Date, Issued by, Sheet, Head of CertifiCatiOn Body 
Datum, Bearbeiter, Blatt, Leiter der Zertifizierungsstelle 

DVGW CERT GmbH is an accredited body by DAkkS according to EN 
45011 :1998 for certification of products for energy and water supply industry. 

DVGW CERT GmbH ist von der DAkkS nach DIN EN 45011:1998 akkreditierte 
Stelle für die Zertifizierung von Produkten der Energie- und Wasserversorgung. 

(( DAk~~5Che 
Akkreditierungsstelle 
D-ZE-16028-01-01 

DVGW CERT GmbH 
Zertifizierungsstelle 

Josef-Wirmer-Str.1 -3 
53123 Bonn 

Tel. +49 228 91 88 - 888 
Fax +49 228 91 88 - 993 

www.dvgw-cert.com 
info@dvgw-cert.com 



A-2/2 

Type Technical Data 
Typ Technische Daten 
PE-Xc/AI/PE-Xb - Hewing MT manufacturing group: 1 

Hints of Utilization I Remarks 
Verwendungshinweise / Bemerkungen 
tested dimensions: 

DW-8216AQ3181 

Remarks 
Bemerkungen 
dimensions: up to 63 mm 

14,0 x 2,00 mm, 16,0 x 2,00 mm, 16,0 x 2,25 mm, 20,0 x 2,50 mm, 26,0 x 3,00 mm, 32,0 x 3,00 mm and 40,0 x 3,50 mm 
additional tested dimensions: 
14,0 x 2,00 (AI 0,30) mm, 14,0 x 2,00 (AI 0,40) mm, 16,0 x 2,00 (AI 0,35) mm, 16,0 x 2,00 (AI 0,40) mm, 16,0 x 2,25 (AI 
0,35) mm, 16,0 x 2,25 (AI 0,40) mm, 18,0 x 2,00 (AI 0,40) mm, 20,0 x 2,00 (AI 0,50) mm, 20,0 x 2,50 (AI 0,50) mm, 20,0 x 
2,50 (AI 0,60) mm, 26,0 x 3,00 (AI 0,60) mm, 32,0 x 3,00 (AI 0,80) mm and 40,0 x 3,50 (AI 1,00) mm 



DVGW 
CERr 

DVGW type examination certificate 

DVGW-Baumusterpriifzerlifikat 

Field of Application 
Anwendungsbereich 

Owner of Certificate 
Zerlifikatinhaber 

Distributor 
Verlreiber 

products of water supply 
Produkte der Wasserversorgung 

Hewing GmbH 
Waldstral1e 3, 0-48607 Ochtrup 

Hewing GmbH 
Waldstral1e 3, 0-48607 Ochtrup 

~~ 
DVGW 

CEitT 

DW-8501AU2069 
Registration Number 

Registriernummer 

Product Category 
Produktarl 

installation systems and system joints: drinking water installation system 
(8501 ) 

Product Description 
Produktbezeichnung 

drinking water installation system consisting of multilayer pipes 
PE-Xc/AI/PE-Xb and compression fitting made of metal 

Model 
Modell 

System "Hewing" 

Test Reports 
Priifberlchte 

laboratory control test: VA KU 26175 from 07.10.2015 (TGM) 
mechanical test: VA KU 22650 from 30.01.2009 (TGM) 
KTW testing: K-212359-12-Ko from 12.01 .2012 (WHY) 
hygienic testing: W-225532k-13-SI from 21.01 .2013 (WHY) 

Test Basis 
Priifgrundlagen 

~ Date of Expiry I File No. i Ablaufdatum / Aktenzeichen 

16.11.2015 GI A-1/2 

DVGW W 534 (01.05.2004) 
UBA METALLE (02.04.2015) 
BGA KTW (12.1 2.1985) 
OVGW W 270 (01 .11.2007) 

30.11 .2019/14-0034-WNV 

Date, Issued by, Sheet, Head of Certifi tion BOdy 
Datum, Bearbeiter, Blatt, Leiter der Ze fizierungsstelle 

DVGW CERT GmbH is an accredited body by OAkkS according to DIN EN 
ISO/IEG 17065:2013 for certification of products for energy and water supply 
industry. 

(( DAk~~tsche 

DVGW CERT GmbH is! von der DAkkS nach DIN EN ISOIIEe 17065:2013 
akkreditierte Stelle fOr die Zertifizjerung von Produkten der Energie~ und 
W8sserversorgung. 

Akkreditierungsstelle 
O-ZE-1602B-Ol-OS 

DVGW CERT GmbH 
Zertifizierungssfelle 

Josef-Wirmer-Str. 1-3 
53123 Bonn 

Tel. +49 228 91 88 - 888 
Fax +49 228 91 88 - 993 

www.dvgw-cert.com 
info@dvgw-cert.com 



A-2/2 

Type 
Typ 

Technical Data 
Technlsche Daten 

System "Hewing" 
System "Hewing" 
System "Hewing" 
System "Hewing" 
System "Hewing" 
System "Hewing" 
System "Hewing" 

nominal diameter: 14 x 2,0 mm 
nominal diameter: 16 x 2,0 mm 
nominal diameter: 20 x 2,0 mm 
nominal diameter: 20 x 2,5 mm 
nominal diameter: 26 x 3,0 mm 
nominal diameter: 32 x 3,0 mm 
nominal diameter: 40 x 3,5 mm 

certified Components 
zertifizierte Bauteile / Werkstoffe 

Registr. No. Component 
Registr.-Nr. Bauteil (Produktart) 
DW-8216AQ3181 PE-Xc/AI/PE-Xb tube,manufacturing 

group 1 

Hints of Utilization I Remarks 
Verwendungshinweise / Bemerkungen 

Model/Type 
ModelllTyp 
PE-Xc/AI/PE-Xb - Hewing 
MT/PE-XclAVPE-Xb -
Hewing MT 

DW-8501AU2069 '. 

Remarks 
Bemerkungen 

Manufacturer 
Hersteller 
Hewing GmbH 

only to use with compression fittings made of metal, type M-MV, IPA Ges.m.b.H., A - 2573 Kaumburg 



DVGW type examination certificate 

DVGW-Baumusterprüfzertifikat 

Field of Application 
Anwendungsbereich 

Owner of Certificate 
Zertifikatinhaber 

Distributor 
Vertreiber 

products of water supply 
Produkte der Wasserversorgung 

Hewing GmbH 
Waidstraße 3, D-48607 Ochtrup 

Hewing GmbH 
Waidstraße 3, D-48607 Ochtrup 

--~ 
DVGW 

CEilT 

DW·8216BT0628 
Registration Number 

Registriernummer 

Product Category 
Produktart 

composite tubes for drinking water installations: PE-Xc/AI/PE-Xb 
tube,manufacturing group 1 (8216) 

Product Description 
Produktbezeichnung 

composite tube PE-Xc/AI/PE-Xb for drinking water installation 

Model 
Modell 

Hewing MT TD 

Test Reports supplement test: 8725/13.2 from 21 .04.2015 (IMA) 
Prüfberichte mechanical test: K 130114.2 from 18.11.2013 (MPD) 

mechanical test: K 10 0399 from 09.11.2011 (MPD) 
mechanical test: K 062047.09.1-2047.12.1 from 28.03.2010 (MPD) 
mechanical test: K 062047.13 from 13.05.2009 (MPD) 
KTW testing: KR 213/13 from 17.10.2013 (TZW) 
hygienic testing: MO 029/10 from 31.05.2010 (TZW) 

Test Basis DVGW W 542 (01.08.2009) 
Prüf grundlagen U8A KTW (07.10.2008) 

DVGW W 270 (01.11.2007) 

~ Date of Expiry I File No. 13.05.20191 15-0172-WNA 
~ Ablaufd m / Aktenzeichen 

DVGW CERT GmbH is an accrediled body by DAkkS according 10 EN 
45011 :1998 for certification of producls for energy and waler supply induslry. 

DVGW CERT GmbH ist von der DAkkS nach DIN EN 45011:1998 akkreditierte 
Stelle für die Zertifizierung von Produkten der Energie- und Wasserversorgung. 

( ( DAk~~sche 
Akkreditierungsstelle 
O-ZE-16028-01-01 

DVGW GERT GmbH 
Zertifizierungsstelle 

Josef-Wirmer-Str.1-3 
53123 Bonn 

Tel. +49 228 91 88 - 888 
Fax +49 228 91 88 - 993 

www.dvgw-cert.com 
info@dvgw-cert.com 



A-2/2 

Type 
Typ 
Hewing MTTD 

TechnicalData 
Technische Daten 
manufacturing group: 1 

Hints of Utilization I Remarks 
Verwendungshinweise / Bemerkungen 
tested dimensions: 

DW-8216BT0628 

Remarks 
Bemerkungen 
diameters: up to 63 mm 

14,0 x 2,0 mm (AI 0,30 mm), 16,0 x 2,0 mm (AI 0,30 mm), 16,0 x 2,0 mm (AI 0,40 mm), 18,0 x 2,0 mm (AI 0,30 mm), 
20,0 x 2,0 mm (AI 0,40 mm), 20,0 x 2,5 mm (AI 0,50 mm), 20,0 x 2,5 mm (AI 0,60 mm), 26,0 x 3,0 mm (AI 0,60 mm), 
32,0 x 3,0 mm (AI 0,60 mm), 32,0 x 3,0 mm (AI 0,80 mm), 40,0 x 3,5 mm (AI 0,80 mm), 40,0 x 3,5 mm (AI 1,00 mm) 











 

Austrian Standards Institute – Österreichisches Normungsinstitut, Sitz: Wien, ZVR-Zahl: 627457584, Gerichtsstand: Wien, DVR: 0000477 

UID: ATU16358000 | Bankverbindung: Erste Bank, BLZ 20111, Konto 028-16970 | Bank Austria, BLZ 11000, Konto 0047-14929/00 

Member of CEN and ISO | ÖNORM EN ISO 9001:2000 zertifiziert durch , www.austrian-standards.at 
 

 
Registration number: N 2010 150 

 

 
 
 

Holder of certificate: Hewing GmbH
Waldstraße 3 DE 48607 Ochtrup 

Factory: IPA Produktions- und Vertriebs GmbH | Betriebsstraße 4 | A-3163 ROHRBACH 

Product: Fittings for multilayer piping systems for hot and cold water installations 
inside buildings 

Product details: brass compression fittings, suitable for the application with Multilayer Pipes (System
MT), for hot and cold water installation, also suitable for potable water (TW), for
application class 1, 2, 4 and 5, with maximum operating pressure pD= 10 bar, for
nominal sizes (mm): 16, 16,2, 18, 18,2, 20, 20,2, 25, 26, 32, 40, and brass
compression fittings with leakiness in non compressed condition (LI), suitable for the
application with Multilayer Pipes (System MT), for hot and cold water installation,
also suitable for potable water (TW), for application class 1, 2, 4 and 5, for nominal
sizes (mm): 16, 16.2, 20.2 

Standard: ÖNORM EN ISO 21003-3 

Conformity mark: In accordance with § 3(2) Federal Act on Standardization 1971 the holder of this 
certificate is entitled to label this product with the conformity mark:  

 „ÖNORM EN ISO 21003-3 geprüft“ 

„  EN ISO 21003-3“ 

Date of issue: 2013-10-24 

Date of initial issue: 2010-10-14 

 This certificate is valid as long as the conditions for the registration are still fulfilled. 

  

 

Dipl.-Ing. Dr. Peter Jonas
Director Certification 

 
 

 



 

Austrian Standards Institute – Österreichisches Normungsinstitut, Sitz: Wien, ZVR-Zahl: 627457584, Gerichtsstand: Wien, DVR: 0000477 

UID: ATU16358000 | Bankverbindung: Erste Bank, BLZ 20111, Konto 028-16970 | Bank Austria, BLZ 11000, Konto 0047-14929/00 

Member of CEN and ISO | ÖNORM EN ISO 9001:2000 zertifiziert durch , www.austrian-standards.at 
 

 
Registration number: N 2010 149 

 

 
 
 

Holder of certificate: Hewing GmbH
Waldstraße 3 DE 48607 Ochtrup 

Factory: HEWING GmbH | Waldstraße 3 | D-48607 OCHTRUP 

Product: Multi-layer composite pipes for hot and cold water installations inside 
buildings 

Product details: Multilayer Pipes (System MT) made of PE-Xc/Al/PE-Xb, for hot and cold water 
installation, also suitable for potable water (TW), colour: white, for Application class
1, 2, 4, 5, with maximum operating pressure pD= 10 bar, Dimensions (nominal size 
x wall thickness in mm): (16 x 2.0) (16.2 x 2.1) (18 x 2.0) (18.2 x 2.1) (20 x 2.0) (20.2
x 2.1) (20 x 2.5) (20.2 x 2.6) (25 x 2,5) (26 x 3.0) (32 x 3.0) (40 x 3.5) 

Standard: ÖNORM EN ISO 21003-2 

Conformity mark: In accordance with § 3(2) Federal Act on Standardization 1971 the holder of this 
certificate is entitled to label this product with the conformity mark:  

 „ÖNORM EN ISO 21003-2 geprüft“ 

„  EN ISO 21003-2“ 

Date of issue: 2013-10-24 

Date of initial issue: 2010-10-14 

 This certificate is valid as long as the conditions for the registration are still fulfilled. 

  

 

Dipl.-Ing. Dr. Peter Jonas
Director Certification 

 
 

 



 

Austrian Standards Institute – Österreichisches Normungsinstitut, Sitz: Wien, ZVR-Zahl: 627457584, Gerichtsstand: Wien, DVR: 0000477 

UID: ATU16358000 | Bankverbindung: Erste Bank, BLZ 20111, Konto 028-16970 | Bank Austria, BLZ 11000, Konto 0047-14929/00 

Member of CEN and ISO | ÖNORM EN ISO 9001:2009 zertifiziert durch , www.austrian-standards.at 
 

 
 

Registrierungsnummer: N 000509 
 

 
 
 

Zertifikatsinhaber: Hewing GmbH
Waldstraße 3 DE 48607 Ochtrup 

Herstellerwerk: HEWING GmbH, Waldstraße 1, D-48607 OCHTRUP 

Produkt: Sensorische und chemische Anforderungen an Anlagenteile in Bezug auf 
deren Verwendung im Trinkwasserbereich 

Produktdetails: Mehrschichtverbund-Rohre M aus PE-Xc / Al / PE-Xb, für Trinkwasserleitungen 
(Kennzeichnung "TW"), Anwendungstemperatur bis 60°C 

Bezugsnorm: ÖNORM B 5014 

Konformitätszeichen: Gemäß § 3(2) Normengesetz 1971 darf der Inhaber dieses Zertifikates das obig 
genannte Produkt wie folgt kennzeichnen:  

 „ÖNORM B 5014 geprüft“ 

„  B 5014“ 

Datum der Ausstellung: 2014-10-02 

Datum der Erstausstellung: 2014-10-02 

 Dieses Zertifikat ist so lange gültig, solang die Voraussetzungen für die 
Registrierung weiterhin gegeben sind.  

  

 

Dipl.-Ing. Dr. Peter Jonas
Director Certification 

 

 



Anke.stelzl
Rechteck




